
 

Digital Drying Oven

Tel: 1300 Labquip - (1300 522 784)

Fan-Stirred circulation combined with digital temperature

control achieves dependable and uniform environment for 
a variety of laboratory applications.

Corrosion resistant stainless steel interior finnish with
toughened double glazing observation window.

Gentle air flow downward  along chamber wall provides
 less disruption to sample material.

Full 12 month warranty.

Built-in temperature calibration

Auto overheat protection

CE compliant

 Model  FO-19040  FO-19070  FO-19140  FO-19240  FO-19440  

FO-19640

Power   220V/50Hz single-phase  220V/50Hz single-phase   480V/50Hz three-phase

Output  600 watts  1200 watts  1500 watts  2500 watts   3000 watts 4800 watts

Alarm Range    ±5ºC

Uniformity    ±1ºC

Temperature Range    Ambiant - 20-250ºC

Chamber Size (mm)         300x280x280     340x300x300   460x360x460    560x410x560    610x510x760      700x640x900 

   Unit Size (mm)      410x510x460    510x530x700    740x710x890    760x660x860    760x760x112     850x860x1320  

DRIVEN BY

Labquip Sciences

E: sales@labquipsales.com.au
Labquip Technologies
ABN 87 054 185 284

User friendly soft-tounch control Panel

E: sales@labquipsales.com.au

23Volume Litres 40 70 140 240 440

Robust-Reliable-Advanced Design

FO-1023

Innovative by  Design.
     Prices to Suit  Your Budget.

 

 



Product Options
Cat.    Chamber $au
No        Cap Lt
FO-19013 13 1090.00
FO-19023 23 1590.00
FO-19040 40 2090.00
FO-19070 70 2790.00
FO-19140 140 3390.00
FO-19240 240 4490.00
FO-19440 440 5592.00
FO-19640 640 7490.00

Price Options drying oven
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